
Development with convincing

TAILOR-MADE SOIL 

CULTIVATION

HYDRAULIC ROLLER
BISON
CERAFLEX
DELTAMAX



The hydraulic roller with
convincing advantages:
• fully hydraulic folding in and out from out of the tractor, without 	
	 manoeuvring
• synchronous lifting and folding of all roller segments
• swinging roller segments for optimum ground adaptation and 		
	 weight distribution
• steerable centre segment, no erasing when cornering
• compact design with low centre of gravity
• Air brake system from 3 t axle load as standard
• low drawbar support load, therefore ideal for combination with 		
	 cultivators, disc harrows and seedbed combinations
• high-strength precision steel shafts with low-maintenance 
 	 ball bearings
• aggressive, sharp-edged Cambridge ring with good depth effect
•	Corresponds to the StVZO (German road traffic act)

HYDRAULIC ROLLER

BISON
with syncro folding

TECHNICAL DATA
Type Hydraulic Roller BISON basic device
Type Working width 

approx. cm
Ring-Ø

approx. mm
Transportation

width cm Tires Cambridge ring
approx. kg

Camcross ring
approx. kg

BHY-50-520 520 500 240 10.0/75-15,3 2540 -
BHY-50-620 620 500 240 10.0/75-15,3 2890 -
BHY-50-760* 760 500 250 10.0/75-15,3 3380 -
BHY-50-820* 820 500 300 15.0/55-17 3910 -
BHY-50-920* 920 500 300 15.0/55-17 4290 -
BHY-65-520 520 650 240 10.0/75-15,3 2930 3190
BHY-65-620* 620 650 240 10.0/75-15,3 3540 3860
BHY-65-760* 760 650 250 11.5/80-15,3 4210 4600
BHY-65-820* 820 650 300 15.0/55-17 4520 4950
BHY-65-920* 920 650 300 15.0/55-17 4970 5450

BHY 65-920 
in transport position

* Including dual-circuit air brake system



Hydraulic roller CERAFLEX
• Universally applicable
• Compact design with low centre of gravity
•	Fully hydraulic folding in and out from out of the tractor
•	Can be combined with pre-tools
•	Aggressive, sharp-edged Cambridge ring with good depth effect
•	Various ring types from our own production / Made in Germany
•	High tensile precision steel shaft with low-maintenance
	 ball bearings
•	Movable roller segments for flexible adaptation to the respective 	
	 soil contour
•	Constant pressure distribution due to automatic pre-tension 		
	 device
•	Corresponds to the StVZO (German road traffic act)
•	40 km/h version available

Development with
convincing advantages

HYDRAULIC ROLLER

CERAFLEX

Hydraulic Roller CHY 65-820 CC 
with Crossplainer



HYDRAULIC ROLLER
DELTAMAX

Hydraulic Roller DELTAMAX
• Universally applicable
• Compact design with low centre of gravity
• Fully hydraulic folding in and out of the tractor
• Can be combined with pre-tools
• Aggressive, sharp-edged Cambridge ring with
	 good depth effect
• Various ring types from our own production / Made in Germany
• High tensile precision steel shaft with low maintenance
 	 ball bearings
• Individually movable roller segments for flexible 
 	 adaptation to the respective soil contour
• constant pressure distribution due to hydraulic pre-tension device
• Corresponds to the StVZO (German road traffic act)
• 40 km/h version available

Hydraulic Roller DHY 65-1230 
with Crossplainer



Pre-tools for hydraulic rollers
Type Working width

approx. cm
Tines

Pieces Drag Tines Wear Plate Weight
approx. kg

CHY 50-530 530 23 45x10 100x8 455
CHY 50-630 630 27 45x10 100x8 485
CHY 50-760 760 33 45x10 100x8 530
CHY 50-820 820 35 45x10 100x8 555
CHY 50-930 930 39 45x10 100x8 590
CHY 50-1030 1030 45 45x10 100x8 655
CHY 65-530 530 23 45x10 100x8 455
CHY 65-630 630 27 45x10 100x8 485
CHY 65-760 760 33 45x10 100x8 530
CHY 65-820 820 35 45x10 100x8 555
CHY 65-930 930 39 45x10 100x8 590
CHY 65-1030 1030 45 45x10 100x8 655

DHY 65-1230 1230 53 45x10 100x8 800

TECHNICAL DATA

Subject to modifications

Hydraulic Roller
Ceraflex basic device

Type Working width
approx. cm

Ring-Ø
approx. mm

Transportation 
width approx. cm Tires Cambridge ring

approx. kg
Camcross ring

approx. kg
CHY-50-530 530 500 250 10.0/75-15,3 2880 -
CHY-50-630 630 500 250 10.0/75-15,3 3230 -
CHY-50-760 760 500 250 10.0/75-15,3 3380 -
CHY-50-820 820 500 300 10.0/75-15,3 -
CHY-50-930 930 500 300 11.5/80-15,3 4540* -
CHY-50-1030 1030 500 300 15.0/55-17 5130 -
CHY-65-530 530 650 250 11.5/80-15,3 3210 3480
CHY-65-630 630 650 250 11.5/80-15,3 3590 3915
CHY-65-760 760 650 250 11.5/80-15,3 4080 4585*
CHY-65-820 820 650 300 15.0/55-17 4930* 5355*
CHY-65-930 930 650 300 15.0/55-17 5265* 5750*
CHY-65-1030 1030 650 300 19.0/45-17 6100* 6630*

Deltamax basic device
DHY-65-1230 1230 650 300 600/50-22,5 8260* 8900*

* Including dual-circuit air brake system		  Other ring types upon request

Development with
convincing advantages

HYDRAULIC ROLLER

CERAFLEX
DELTAMAX



Hydraulic Roller with
CAMCROSS RING 



Camcross ring for aggressive tillage and
defibration of maize stubble 
•	 Sharp-edged cast ring with additional cross cutting edges
•	 Aggressive cutting geometry
•	 High weight of 620 kg/m
•	 High impact
•	 Low fuel consumption
•	 Minimum wear
•	 Extends the range of Cambridge roll applications without 		
	 affecting the typical applications of a Cambridge roll
•	 Simple (inexpensive) control of the corn borer also ideal
	 on rapeseed stubble
•	 Ring diameter 650 mm
•	 Working width up to 1230 cm
 

Camcross roller

The ring for
versatile use

Hydraulic Roller
CHY 65-630CC

CAMCROSS RING
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