
PACKER+ROLLER
NAUTILUS
D F / D F - F H
More efficiency, lower costs for soil 
cultivation

TAILOR-MADE SOIL 

CULTIVATION



Frontpacker NAUTILUS



TECHNICAL DATA

Type Working width.
approx. cm

Transportation 
width approx. cm

Numer of
rings

W 163
approx. kg

W 280
approx. kg

W 281
approx. kg

NAUTILUS 725 250 252 17 765 830 930
NAUTILUS 730 300 300 20 870 950 1065
NAUTILUS 740 I 400 400* 25 1130 1220 1365
NAUTILUS 740 400 255 26 1400 1500 1650
NAUTILUS 745 450 255 28 1490 1595 1760
NAUTILUS 750 500 255 32 1620 1740 1925
NAUTILUS 760 600 255 38 1900 2045 2265

Type Working width.
approx. cm

Transportation 
width approx. cm

Numer of
rings

W 160
approx. kg

W 300
approx. kg

NAUTILUS 915 150 170 8 855 900
NAUTILUS 919 190 190 10 995 1045
NAUTILUS 925 250 262 13 1245 1305
NAUTILUS 930 300 300 15 1400 1470
NAUTILUS 940 l 400 400* 20 1935 2030
NAUTILUS 940 400 275 20 2125 2210
NAUTILUS 945 450 275 22 2270 2375
NAUTILUS 950 500 275 24 2460 2580
NAUTILUS 960 600 275 30 3010 3155

* exceeds the permissible transport width on public roads.   other ring types on request

NAUTILUS 730
with tine field

NAUTILUS 945

GTS Frontpacker - a class of its own
• passively steering, roller-guided three-point tower with  
 steering damping for smooth running
• high-tensile shafts with low-maintenance ball bearings  
• quality casting from own production
• robust construction for long service life 
• Cleaning chains for clog-free operation
• from a working width of 4 m with movable draft link
• hydraulic folding version from 4 m working width
• various pre-tools as option

How to get the most out of your tractor‘s 
front linkage  

Frontpacker NAUTILUS with ring diameter 700 mm

Frontpacker NAUTILUS with ring diameter 900 mm

Your advantage
in soil cultivation

NAUTILUS 730
with levelling bar



TECHNICAL DATA

Levelling bar Tine field * Blade tine field

For type device Number
of tines

Weight
kg

Number of tines 
32 x 12

Weight
kg

Number
of tines

Weight
kg

NAUTILUS 725 16 145 17 160 17 135

NAUTILUS 730 19 160 19 170 19 145

NAUTILUS 740 I 24 225 26 270 26 235

NAUTILUS 740 24 245 26 270 26 235

NAUTILUS 745 26 265 28 280 28 245

NAUTILUS 750 30 285 30 295 30 255

NAUTILUS 760 36 320 38 340 38 290

Levelling bar Tine field * Blade tine field

For type device Number
of tines

Weight
kg

Number of tines 
32 x 12

Weight
kg

Number
of tines

Weight
kg

NAUTILUS 915 not intended not intended not intended

NAUTILUS 919 not intended not intended not intended

NAUTILUS 925 12 140 17 155 17 135

NAUTILUS 930 14 150 19 170 19 145

NAUTILUS 940 l 19 215 26 265 26 235

NAUTILUS 940 18 240 26 265 26 235

NAUTILUS 945 20 255 28 280 28 245

NAUTILUS 950 22 270 30 295 30 255

NAUTILUS 960 28 305 38 340 38 290

* Tine field optional with 42x12 tines (plus 1.3 kg/tines)

Pre tools for Frontpacker

Frontpacker
NAUTILUS

Prelinary tools
1. Blade tine field
 for cutting up extremely heavy soils and clods
    
2. Tine field (32x12)
 for breaking up, loosening and crumbling the soils 

3. Levelling bar with rip tines
    for very good levelling and clods breaking 
    for all soils 

4. Crossplainer with 100 mm wide wear plates for breaking  
 clods and levelling light to medium soil.

1 2

3 4



Roller DF / DF-FH

Your advantage 
in soil cultivation



TIGGES Cambridge roller – a class of its own
• passively steering, roller-guided three-point tower with steering damping  
 for smooth running
• compact design: working width = transport width
 robust construction for long service life 
• high-strength shafts with low-maintenance ball bearings
• Quality casting from own production
• very movable star rings for better self-cleaning
• Gap in the bearing only in the area of the tractor track, thus full-area  
 cultivation of the soil
• aggressive, sharp-edged Cambridge ring with good depth effect
• Rear-mounted implements with movable lower link shaft for better   
 ground adaptation
• Front attachment, hydraulic folding from 4m working width on

DF 65-300 FH
with levelling bar

More efficiency,
lower costs for soil cultivation 

* hydraulic folding, transport width 260 cm                                       Rear-mounted implements optionally with drawbar
  other ring types on request

TECHNICAL DATA
Front roller DF - FH

Type Working width 
approx. cm

Ring-Ø
approx. cm

Number
of rings

Number
of stars

Weight
approx. kg

Weight CC
approx. kg

DF 50-260 FH 260 500 25 22 970 -
DF 50-300 FH 300 500 29 26 1090 -
DF 65-141 FH 141 650 12 11 790 860
DF 65-153 FH 153 650 13 12 830 905
DF 65-250 FH 250 650 20 17 1120 1235
DF 65-300 FH 300 650 24 21 1290 1445
DF 65-400 FH 400* 650 32 28 2030 2255
DF 65-450 FH 450* 650 36 30 2190 2430
DF 65-500 FH 500* 650 40 34 2370 2605
DF 65-600 FH 600* 650 48 42 2880 3185

Rear roller with Cambridge ring

Type Working width 
approx. cm

Ring-Ø
approx. cm

Number
of rings

Number
of stars

Weight
approx. kg

Weight CC
approx. kg

DF 5-260 260 390 25 22 520 -
DF 5-300 300 390 29 26 590 -
DF 6-260 260 450 25 22 620 -
DF 6-300 300 450 29 26 700 -
DF 7-260 260 500 25 22 830 -
DF 7-300 300 500 29 26 960 -
DF 7-320 320 500 31 28 1025 -
DF 7-400 400 500 38 34 1300 -
DF 8-250 250 650 20 17 1000 on request
DF 8-300 300 650 24 21 1170 on request



Preliminary tools for front rollers

TECHNICAL DATA
Rear roller with Crosskill roller and scrapers

Rear roller with cam star roller

Type Working width 
approx. cm

Ring-Ø
approx. cm

Number
of rings

Number
of stars

Weight
approx. kg

Weight CC
approx. kg

DF 6-260 CRA 260 450 25 - 515 -
DF 6-300 CRA 300 450 29 - 580 -
DF 6-320 CRA 320 450 31 - 615 -
DF 7-260 CRA 260 500 25 - 630 -
DF 7-300 CRA 300 500 29 - 715 -
DF 7-320 CRA 320 500 31 - 755 -

Type Working width 
approx. cm

Ring-Ø
approx. cm

Number
of rings

Number
of stars

Weight
approx. kg

Weight CC
approx. kg

DF 7-260 NS 260 500 15 12 574 -
DF 7-300 NS 300 500 17 14 645 -
DF 7-320 NS 320 500 18 15 690 -
DF 7-350 NS 350 500 20 16 790 -
DF 7-400 NS 400 500 24 20 940 -

Rear-mounted implements optionally with drawbar
* Tine field optional with 42 x 12 tines (plus 1.3 kg/tines)

Your advantage
in soil cultivation

DF 7-300

ROLLER
CAMBRIDGE

DF 65-153 FH

Levelling bar Tine field * Crossplainer

Type Number of
tear tines

Weight
kg

Number of tines 
32 x 12

Weight
kg

Number
of tines

Weight
kg

DF 50-260 FH 16 145 17 160 11 135

DF 50-300 FH 19 160 19 170 13 150

DF 65-141 FH not intended not intended not intended

DF 65-153 FH not intended not intended not intended

DF 65-250 FH 16 145 17 160 11 135

DF 65-300 FH 19 160 19 170 13 150

DF 65-400 FH 24 245 26 270 18 235

DF 65-450 FH 26 265 28 280 20 255

DF 65-500 FH 30 285 30 295 22 270

DF 65-600 FH 36 320 38 340 26 305



GEBR. TIGGES GmbH & Co. KG
Eisengießerei und Maschinenfabrik
Oelder Straße 6 · 59302 Oelde-Sünninghausen
Telefon 0 25 20 / 93 55-24 / 21 · Telefax 0 25 20 / 93 55-90
Internet: www.tigges.com · E-mail: tigges@tigges.com


